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ABSTRACT

A concept of optical interferometric imager was proposed by Lockheed-Martin in the early 2010s. In this concept,
the aperture is paved by lenses. The optical signals collected by these lenses are combined in photonic integrated
circuits, allowing the simultaneous measurement of the Fourier components of the observed object at a number
of spatial frequencies. This concept allows one to consider a very significant reduction of the size of optical
telescopes, e.g., for Earth observation. Indeed, the transverse dimension of a device based on this concept remains
close to that of a telescope of the same resolution since the transverse size determines the spatial resolution. On
the other hand, its size along the optical axis is much smaller than that of a conventional telescope.

After a quick description of this concept, its intrinsic performance will be analyzed. The field of this device,
its spatial resolution, the spectral constraints imposed by the interferometric measurement will be presented.
Based on these preliminary considerations, the noise on the measurement will be evaluated. The measurement
noise will be compared to that obtained with a focal plane imaging instrument.

The geometry of combination of the signals collected by the lenses, or aperture configuration, is a key issue to
minimize the size of the device and optimize the quality of the reconstructed image at a given spatial resolution.
The literature proposes solutions leading to a partial frequency coverage. In this communication, solutions will
be presented leading to a frequency coverage that is more suitable for applications such as Earth observation.

Keywords: Interferometry, Photonic integrated circuit, Earth observation, signal-to-noise ratio, spatial fre-
quency coverage

1. INTRODUCTION

The innovative optical imaging system concept based on interferometry known as spider∗1 could bring sub-
stantial gains in size and weight compared to a conventional focal plane imager by combining the following
ideas:

• replace a focal plane imager by an interferometer which is illustrated Fig. 1a ;

• use the technology of pics (Photonic Integrated Circuit) to realize in an extremely reduced thickness the
functions of phase shifting, beam coupling, spectral dispersion and detection, as illustrated Fig. 1b.

The concept of spider was presented in 2013,1 by researchers at Lockheed-Martin, and several preliminary
experimental demonstrations followed.3,4Several aspects of such a concept have been studied since then.5–9 A
Si3N4 PIC demonstrator with 12 baselines and 18 spectral channels dispersed by an Arrayed Waveguide Grating
or AWG was then developed by Lockheed-Martin and UC Davis.10 The experimental laboratory demonstration
of the near-infrared SPIDER imager based on this PIC resulted in a publication in 2018,2 which is the most
comprehensive publication by these two teams.
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∗spider stands for Segmented Planar Imaging Detector for Electrooptical Reconnaissance.
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Figure 1: a: principle of an interferometer (long baseline, delay lines, fibered combination); b: principle of
spider (micro-lens array, injection in a PIC that contains phase shifters, couplers, dispersing elements (AWG)
and detectors). Illustration taken from Ref. 2.

The diagram in Figure 1 shows that at their entry in the PIC, the beams in each guide meet first the phase
shifters, then the couplers, which combine the apertures two by two, then only the dispersive elements (AWG),
and finally the detectors. The flux recorded by the detectors allows, via a modulation produced by the phase
shifters, to reconstruct the contrast and the phase of the interference fringes of each pair of recombined apertures.
The contrast and phase are grouped into a quantity called complex visibility, which gives a sample of the Fourier
Transform of the object via the Van Cittert-Zernike theorem. Then, the object can be estimated through an
image reconstruction, using a method among those developed in astronomical interferometry.11,12

The telescope uses a large number of baselines to sample the complex visibility of the observed object on a
rather large number of spatial frequencies. The implementation proposed by Lockheed-Martin is presented in
Figure 2, taken from Ref. 2.

Figure 2: schematic diagram of a compact interferometric imager (taken from Ref. 2).

2. BASIC DESIGN RULES

2.1 Field of view
With spider, the observed object is apodized by the “antenna lobe” in intensity L of the waveguide inside which
the light is coupled, so that the effective object whose complex visibilities are measured by the interferometer is:

oeff(αx, αy) = o(αx, αy)× L(αx, αy). (1)

ICSO 2022 
International Conference on Space Optics

Dubrovnik, Croatia 
3–7 October 2022

Proc. of SPIE Vol. 12777  127770C-3



L is the intensity of the back-propagation towards the object of the waveguide’s propagation mode in the aperture
plane: L = |FT(P )|2. L is typically a Gaussian 2D function of FWHM λ/D, where λ is the wavelength and D is
the diameter of the apertures, as studied in details in Refs. 13,14. Finally, the field-of-view (FOV) of spider is:

θfov = λ/D. (2)

2.2 Visibility measurement model
Let us consider a pair of apertures separated by B measuring the spatial frequency (u, v) = B/λ. Let us call C1

(respectively C2) the coupling coefficient of aperture 1 (respectively 2) towards the output, φk the modulation
phase of the k-th measurement, and Nph the mean number of photons received in each of the two apertures,
during a given exposure time. Assuming balanced channels i.e., C1 = C2 = 1/

√
2, a model of the recorded raw

data (intensities) is:
i(u, v, φk) = Nph {1 + |γ(u, v)| cos[φk + θ(u, v)]} , (3)

where the complex visibility of the observed object is:

γ(u, v) = |γ(u, v)| exp(jθ(u, v)) . (4)

The mean number of photons received and detected per aperture and exposure time is:

Nph =

∫
o(αx, αy)× L(αx, αy)dαxdαy . (5)

By using typically four measurements (φk = (k− 1)π/2, for k ∈ {1, 2, 3, 4}) followed by a demodulation†, one
obtains a complex measurement y(u, v) proportional to the mean number of photons received in each of the two
apertures and to the complex visibility of the object at the measured spatial frequency:

y(u, v) = Nph |γ(u, v)| exp(jθ(u, v)) = Nphγ(u, v) . (6)

Thanks to the Van Cittert-Zernike theorem:

γ(u, v) = õeff(u, v)/õeff(0, 0), (7)

so γ(0, 0) = 1. Equation 6 then yields y(0, 0) = Nph, i.e., the collection y of complex measurements y(u, v) is a
set of samples of the Fourier transform of oeff(αx, αy) of integral (i.e., of total flux) Nph.

2.3 Resolution and number of resolution elements
As for any interferometer, the maximum spatial frequency recorded by a compact interferometric imager is given
by the maximum distance separating two apertures, or maximum baseline Bmax, and is Bmax/λ. The angular
resolution of such an instrument is thus:

r = λ/Bmax . (8)

The angular field being λ/D, the number of resolved elements of a compact interferometric imager in the
observable angular field is Bmax/D.

†For each spatial frequency (u, v), the demodulation consists in estimating y(u, v) as: �(y(u, v)) = (i(u, v, φ1) −
i(u, v, φ3))/2 and �(y(u, v)) = (i(u, v, φ4)− i(u, v, φ2))/2.
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2.4 Spectral width
In case of point-like apertures separated by B interfering at a wavelength λ with zero bandwidth, the visibility
is measured at the spatial frequency B/λ. As soon as the bandwidth is non-zero, the detected interferogram is
an average of inteferograms at the spatial frequencies given by all the wavelengths in the band. Therefore, what
spectral bandwidth can be tolerated?

To answer this question, it is useful to realize that the recombined beams contain interferences between
apertures of diameter D spaced by B and thus between pairs of points separated by distances ranging from
(B−D) to (B+D). Such an interferometer with waveguide injection intrinsically measures an average of spatial
frequencies of the object over a typical width of D/λ. It is then reasonable to specify that the spatial frequency
averaging due to the spectral width dλ is less than the intrinsic averaging due to the non-zero aperture size.
Differentiating f = B/λ we obtain the following condition:‡

df =
B

λ2
dλ < D/λ.

For the shortest wavelength and the longest baseline, this yields:

dλ

λmin
<

D

Bmax
. (9)

The inequality 9 can also be read as follows: the spectral resolution λ/dλ must be greater than the number
of (spatially) resolved points of the interferometer, Bmax/D.

3. NOISE MODELING AND COMPARISON WITH A CONVENTIONAL IMAGER

A study of the compact interferometric imager concept must include the modeling of noise, and if possible
comparatively to a classical i.e., focal plane imager. The propagation of noise in the algorithm that reconstructs
the object from complex visibilities is delicate because these algorithms can be notably non-linear. In order
to avoid dealing with such noise propagation, we have chosen to model the noise of a compact interferometric
imager and of a classical instrument in the Fourier i.e., spatial frequency domain. An in-depth analysis may be
found in.15

Here we assume that (only) two raw measurements are obtained simultaneously using the two outputs in
phase opposition of each coupler. Two other measurements must then be obtained by introducing a phase shift
of π/2. Each complex measurement thus uses 4Nph photons (2 raw interferometric measurements, each receiving
Nph photons per aperture). We assume in the following that the measurement noise is predominantly photon
noise, which is reasonable for many scenarios at least in the visible and near-infrared. In the noise analysis, we
additionally assume that the compact interferometric imager measures each spatial frequency only once, as in
Ref. 16.

3.1 Noise modeling for a compact interferometric imager
Under the assumption that |γ(u, v)| � 1, the variance of the noise on the complex measurement y(u, v) of
Equation 6, resulting from the demodulation of four raw measurements given by Equation 3, is§:

σ2
y(u, v) = Nph, (10)

‡This condition can also be obtained by specifying that the optical path difference between two apertures separated
by B for a direction θ = λ/(2D) at the edge of the field of view, which is B.θ = Bλ/(2D), must be less than half the
coherence length Lc = λ2/(dλ).

§The variance of the complex variable y can be defined as Var(y) � E(|y − E(y)|2), and it is easy to show that
Var(y) = E(|y|2) − |E(y)|2 = Var(�(y)) + Var(�(y)). If moreover, as we can reasonably assume in this study, �(y)
and �(y) are two independent Gaussian variables of the same variance, then y is a complex circular Gaussian variable
(distribution invariant by any rotation).
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where Nph is still the average number of photons received in each of the two apertures contributing to the
interference during a raw measurement. This directly follows from the fact that y(u, v) is the demodulation of 4
raw data measurements, where each is corrupted by photon noise, of variance Nph.

The variance of these complex measurements, normalized by the square modulus of the signal at frequency
(u, v), is therefore simply, according to Equation 5:

σ2
y(u, v)

|y(u, v)|2 =
Nph

N2
ph|γ(u, v)|2

,

or:
σ2
y(u, v)

|y(u, v)|2 =
1

Nph|γ(u, v)|2 . (11)

3.2 Noise modeling for a conventional imager
The total number of elementary apertures of a compact interferometer spider is denoted Nd. Considering each
elementary aperture used a single time and connected by pairs, Nd is necessarily even and the number of measured
spatial frequencies is Nd/2. We consider an imaging system with the same collecting surface as this spider¶. The
object observed by the imaging system is assumed to be the object seen by the SPIDER device, oeff, to simplify
the comparison. The measurement of each frequency requires the detection of 4 signals of average amplitude
Nph. The measurement of all these spatial frequencies therefore takes a total of Nphtot = Nd/2×4Nph = 2NdNph
photons. Hence, the image model of a conventional imager collecting a total of Nphtot photons writes:

i = 2Nd.h 	 oeff + n, (12)

where h is the discrete PSF, and 	 is the discrete convolution operator.

We have already assumed that the visibility is negligible with regards to 1. For a classical imaging instrument,
we additionally assume that the scene luminance is sufficiently homogeneous, so that the noise can be assumed to
be stationary, i.e., so that the variance of the noise of the classical imager σ2

n can be assumed to be approximately
constant over all Npix pixels. Hence, in the Fourier space, the noise spectrum is uniform and equals Nphtot.

Since õeff(0, 0) = Nph, as pointed out in paragraph 2.2, in the Fourier domain, the spectrum of the noise
normalized by the square modulus of the signal at frequency (u, v) is:

σ2
b (u, v)

|̃i(u, v)|2 =
Nphtot

N2
phtot|γ(u, v)|2|h̃|2

,

or:
σ2
b (u, v)

|̃i(u, v)|2 =
1

2Nd ×Nph|γ(u, v)|2|h̃|2
. (13)

Comparison of Equations 11 and 13 suggests that signal-to-noise ratios are similar for both types of instru-
ments, i.e., proportional to

√
Nph, and that they are identical if:

|h̃| = 1√
2Nd

, (14)

at all frequencies except the zero frequency, at which the MTF is 1 by convention. In other words, with respect to
noise propagation, a “standard” compact interferometric imager (standard in the sense that each spatial frequency
would be measured once and only once) is equivalent to a conventional imager with a flat MTF of the order
of 1√

2Nd
. Note that focal-plane imagers with quite flat MTFs exist, namely phased array instruments or sparse

¶The set of spatial frequencies to be measured to cover the same frequency support as a conventional imaging instrument
of the same resolution, i.e., of diameter Bmax, is contained in a half-disk of radius Bmax/λ, that is to say of the order of
π(Bmax/D)2/2 distinct frequencies, if the frequency sampling step is D/λ (which requires joint apertures).
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aperture telescopes with minimal redundancy such as the ones discussed in Ref. 17. For these, the MTF is flat
and of the order 1/Ntel, where Ntel is the number of apertures.

Finally, the above results show that, for the highest spatial frequencies, a compact interferometric imager
and a conventional imaging instrument have a very similar behavior with respect to noise. For the former, the
propagation of noise is unfavorable for the lower frequencies. However it is quite possible, for a particular task
(detection for example), to design the transfer function of a compact interferometric imager to make it higher at
the spatial frequencies relevant to the task.

4. FREQUENCY COVERAGE
The set of measured spatial frequencies, i.e., the frequency coverage is a key aspect in the design of the interfer-
ometer. Lockheed Martin’s aperture configuration18 of one arm is presented in the top panel of 3. The frequency
coverage associated to this aperture configuration is presented at the bottom, and each measured frequency is
represented by a blue dot. Since the spatial frequencies are sampled with a step of b/λ, with b the distance
between two consecutive apertures, normalized spatial frequencies in units of b/λ are considered for simplicity
purposes. Not all apertures are used (the unused ones are shown in red) and missing frequencies start from
spatial frequency 7. The bidimensionnal optical transfer function deduced from this aperture configuration is
illustrated in Fig. 6a.

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27 28 29 30

0 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27 28 29

frequency coverage

Figure 3: top panel: aperture configuration of an interferometric arm of the SPIDER-like instrument as described
in;18 the black lines represent aperture pairings; the unused apertures are colored in red - bottom panel: associated
frequency coverage.

In case of the Earth observation viewed from a satellite, few priors are available making it necessary to have
no gaps in the frequency coverage. A no gap frequency coverage is called compact.19,20 Harvey and Rockwell21
introduced the "practical resolution limit" (PRL), defining it as the maximum spatial frequency before which no
zero occurs in the optical transfer function. In the following, the list of combined aperture pairs in the instrument
is called aperture configuration. The monodimensional aperture configurations can be scanned to find the one with
the highest PRL. Unfortunately, the number of aperture configurations scales exponentially with the number
of apertures. An approach based on combinatorial theory results obtained by several authors22–26 has been
elaborated by Debary.27 This paragraph summarizes her main results.

4.1 Optimization of the frequency coverage of dense 1D arrays
The total number of apertures in a single arm (1D) is denoted Np. Still considering each aperture used a single
time and connected by pairs, Np is even. The number of measured spatial frequencies is consequently Np/2 and
the measured frequencies have values in the range [1, Np − 1].

A frequency coverage is defined as buildable if there is an aperture configuration that allows it to be measured
(not all frequency coverages are buildable). Finding compact buildable frequency coverages composed of consec-
utive spatial frequencies {1, 2, . . . , Np/2} is a problem formulated and solved in the framework of combinatorial
theory by Skolem.23 Such a frequency coverage is called a Skolem set and its associated aperture configuration
a Skolem sequence.

More generally, it is possible to build frequency coverages in the form {nmin, nmin + 1, . . . , nmin +Np/2− 1},
where nmin is the first measured spatial frequency. This problem has been introduced by Langford.28 Such a
frequency coverage is called a Langford set and its associated aperture configuration a Langford sequence. The
existence of buildable compact frequency coverages was proved for nmin = 1 by Skolem in 1958, for nmin = 2 by
Davies24 in 1959, then partially generalized by Bermond25 in 1978 and finally completed by Simpson26 in 1983.
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4.2 Application to a SPIDER-like interferometer
Applying the Skolem results, an illustrative aperture configuration is provided in Fig. 4.

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27 28 29 30 31 32

0 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27 28 29 30 31

frequency coverage

Figure 4: top panel: example of a Skolem aperture configuration with 32 apertures - bottom panel: associated
normalized frequency coverage ranging from 1 up to 16.

4.3 Suggestion of a hybrid architecture using Langford configurations
It is possible to further optimize the PRL obtained for the SPIDER-like design by considering an interferom-
eter based on a Langford sequence, complemented with a small monolithic telescope measuring short spatial
frequencies.

If buildable, the Skolem configuration reaches a maximum spatial frequency of Np/2 by definition whereas
the Langford configuration reaches a maximum spatial frequency of (3Np − 2)/4. Because the maximum spatial
frequency measured increases from Np/2 to (3Np − 2)/4, the resolution of this hybrid interferometer is therefore
improved by about 50% with respect to the interferometer with the Skolem configuration.

Maintaining the SPIDER-like interferometer aperture complexity, i.e. Np = 30, an illustration of this Langford
aperture configuration is presented in Fig. 5. The represented aperture configuration produces a compact
frequency coverage ranging from spatial frequencies 8 to 22, improving the frequency coverage provided by a
Skolem configuration, i.e. by considerably stretching the highest spatial frequency.

1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27 28 29 30

0 1 2 3 4 5 6 7 8 9 10 11 12 13 14 15 16 17 18 19 20 21 22 23 24 25 26 27 28 29

frequency coverage

Figure 5: top panel: example of a Langford configuration with 30 apertures - bottom panel: associated frequency
coverage ranging from spatial frequency 8 up to 22.

Finally, in Fig. 6b, we have represented the two-dimensional optical transfer function following the merging
of the frequency coverages from the monolithic telescope and the SPIDER-like interferometer.
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Figure 6: optical transfer functions - a) SPIDER-like instrument with radially disposed arms, discrete spa-
tial frequencies measured by the interferometer {1, 2, 3, 4, 5, 6, 8, 10, 13, 17, 22, 29} (black) - b) suggested hybrid
instrument: monolithic telescope complemented by SPIDER-like instrument with radially disposed arms, con-
tinuous spatial frequencies measured by the telescope [1, 8] (red) and discrete spatial frequencies measured by
the interferometer {8, . . . , 22} (black).
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